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Big Yachts Need Bigger 

Screens

Expectations Are Higher 

Than Ever

Demand across Superyachts is fueling the 

shift toward oversized Navigation Stations 

with sleek glass electronics that blend into the 

background.

Our aim is to deliver powerful 

performance with unmatched 

simplicity in a sleek yet modern 

form factor better suited for the 

helms of the future. We needed a 

step change.

Increased time on board has resulted in the 

interior design becoming more functional and 

family friendly. Navigation stations now need 

to blend in with beautiful and stylish interiors.



Meet the New B&G® Zeus® SRX: Built to Command. 
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Premium Helm Fit          

& Finish 

Unmatched Simplicity, 

Finally Scaled

Seamless System 

Integration

Key Features & Benefits
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Updated Aesthetics Built for the Elements Simplified Installation 
• Edge-to-edge glass and rounded corners 

deliver a modern, refined look.

• Subtle branding and power button keep the 

display clean and uninterrupted. 

• Designed to integrate flawlessly with high-end 

vessels, enhancing helm style and fit.

• Rugged waterproof design with twist-lock 

connectors.

• Active cooling for improved performance in 

high ambient temperatures.

• Sunlight viewable SolarMax  HD Display 

suitable for use with Polarized Sunglasses.

• Simply cut, fit, twist and turn with the new 

tool-less Rear Mount System designed to 

simplify installation without the need for 

tools.

• Designed to improve serviceability and reduce 

stress points with teak isle installations.

• Twist-fit, lockable connectors ensure 

watertight connection. 

1. Premium Helm Fit & Finish 
Crafted to elevate sophisticated helm stations and teak isle setups, Zeus® SRX combines sleek design with effortless installation 



2. Unmatched Simplicity, Finally Scaled 
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Now in the format that larger boats have been waiting for, NEON® OS deliver’s the 

most intuitive and modern OS on the market today. 

• Providing a familiar experience to a mobile device, users instantly feel at ease and, 

with intuitive flow and setup wizards, can have confidence that they are ready for 

their next adventure. 

• Symbolic of the leap into the future from it’s predecessor, the modern UI is refined 

yet powerful – a focus on usability ensures that the most common features and 

functions are at your fingertips and that no manuals are necessary

• Speed isn’t just a number, it’s a feeling and from the moment you power the unit you 

know the difference – ultra fast boot, instantaneous chart redraw and seamless page 

transitions elevate your on-water experience.
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Wide Range Compatibility Control at your Fingertips Your AV Centre 
• Whether you are cruising, racing or anything 

in between B&G® makes it easy to build the 

yacht of your dreams by being designed to 

support large multi-helm systems with up to 

12 NEON® Displays

• Flexible integration tools for OEM 

customization, including branded interfaces 

and custom graphics

• External controller support for greater control 

in high-speed vessels and flexibility when 

displays are not at arms reach. 

• Plug-and-play connectivity with a variety of 3rd 

party products including RGB Lighting, Audio 

control, HTML5 integration and more 

• Providing total awareness, Zeus® SRX 

multiple IP camera’s with ability to view up to 

4 simultaneously from the same display..

• Never miss a moment by connecting a 

streaming device to view live Sport or keep 

the kids entertained with their favorite TV 

show or movie. Optional Audio Accessory 

allows you to use the vessels audio system

3. Seamless System Integration
Zeus® SRX is the control center of your smart vessel, connecting and controlling everything from engines and radar to lighting, AV, and entertainment.

Take full control with a system built for total vessel integration.



Ultimate Charts, 
Zero Hassle
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• Our largest screen delivers the best charting 

experience with C-MAP DISCOVER® X & 

REVEAL® X

• Featuring vivid, clutter-free maps and revolutionary 

tools like built-in C-MAP Safety Alerts

• Update wirelessly and manage charts directly from 

your display with the X Chart Manager
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Zeus® SRX: At a Glance

Our Largest Screens,  Now on NEON  OS    

Key details

• 2 Sizes available: 16” / 22” 

• Powerful 8 Core processor delivering fast boot, instantaneous chart redraw 

and fast page transitions

• Full-HD, Sunlight Viewable display

• New design from the ground up featuring

• Edge-glass aesthetic, optimized for premium teak isle  

• Patented Rear-mount for a clean, flush, trouble-free fit

• Rugged waterproof design, for the harshest marine environment

• Subtle branding, out of sight lines for a cleaner more sophisticated look

• More Ethernet Ports, making integration a breeze

• Wide ranging compatibility now full screen CZONE App

• High-definition Video In & Out with built in Audio Splitter
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At a Glance | Zeus® SRX

Zeus SRX features:

• Up to 35% faster boot

• Up to 10X faster Auto Routing 

• Vessel to Point Auto Route  

• Up to 40% less power consumption

• 8X more storage

• New 22” Model 

*Compared to Zeus® 3S Glass Helm



At a Glance | Connections common across all sizes

©2025 NAVICO GROUP. CONFIDENTIAL AND ALL RIGHTS RESERVED. 11

Rear Mount
(Pre-installed)

USB
Audio Out*

Mass Storage

SW Updates

Power Out

or

Touch Control 

12/24V Power
Power Control

Alarm Output 

M12 Gigabit 

Ethernet
Dual SD 

Cards

Video In
 

Video Out NMEA 

2000
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At a Glance | Key Dates

• Dealer Reveal: 13th January 2026

• Open Order Book: 13th January 2026

• Public Reveal: 11th February 2026, 08:30 EST

• Commercial Ship Dates: From May 2026
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All you need to know | Technical Specs

Zeus® SRX – 16” Zeus® SRX  – 22”

Voltage 12/24V

Power Consumption 33W 52W

Fuse Rating 5 amp (Not Included)

Protection Reverse polarity and over-voltage (max 32 V)

Galvanic Isolation Yes

Brightness 1200 Nits Typical

Resolution 1920 x 1080P

Viewing Angles 80° top/bottom, 80° left/right

Touch Screen IPS, Full Touchscreen (Multi-Touch)

Operating Temperature -15°C to 55°C (5°F to 131°F)

Storage Temperature -20°C to 60°C (-4°F to 140°F)
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All you need to know | Technical Specs

Zeus® SRX – 16” Zeus® SRX  – 22”

USB Touch Support Yes (Up to 4.5m)

WIFI 5.0 and 2.4GHz Compatible

GPS External Antenna Required (NMEA2000)

Ethernet 4 x M12 GbE 1000/s

Video In Up to 1920 x 1080P

Video Out Up to 1920 x 1080P

Audio Input Via Video In

Audio Output Video Out or USB (User selectable via HDMI App)

NMEA Support NMEA 2000 Only, 0183 via adaptor
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All you need to know | Technical Specs

Zeus® SRX – 16” Zeus® SRX  – 22”

Processor Qualcomm 8155 8-Core

Internal Memory 128GB

Waypoints 10,000

Routes 125

Tracks 75

External SD Dual Up to 256GB, Class 10 or higher

Card Format FAT 32, EXT4, ExFAT or NTFS

MI10 Support Yes (Requires 000-16329-001)
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All you need to know | Technical Specs

Zeus® SRX – 16” Zeus® SRX  – 22”

Product Dimensions 391 x 244 mm

15.4 x 9.6 Inch

523 x 321 mm

20.6 x 12.6 Inch

Recommended Install Depth 

incl Cables

154mm

6.06 Inch

Product Weight 4.23 Kg 5.76 Kg

Package Dimensions 490 x 350 x 210mm 630 x 430 x 210mm

Package Weight 6.34 Kg 8.38Kg
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The new rear mount system replaces the complex, multi-piece bracket assembly of the past with a simple, tool-free solution. Pre-installed 

mounting arms rotate and lock into place with a “push-twist-tighten” action—making blind, single-handed installs possible, even in tight 

dash spaces. This innovation reduces install time, eliminates the need for tools or extra hardware, and enhances the overall ease of setup 

for boat builders and installers.

All you need to know | Installation
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Minimum spacing of 1.5mm between units 

is required when installed. 

Minimum spacing between cutouts of:

• 16.3mm (0.645”) for 16” 

• 16.5 mm (0.663”) for 22/24”

Where CNC is not possible, a jig is 

recommended to ensure uniform spacing.

All you need to know | Installation
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All you need to know | Installation

The depth’s for each screen size is the same. 

To minimize product depth, a 90 degree power cable is supplied.

Dimensions provided show Navico Group  provided cables are 

shown. Other options may be available but will impact water 

resistance.

For best performance, it is recommended that the electronics 

cavity be as large as possible with forced ventilation especially in 

areas with high ambient temperatures
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Minimum spacing of 1.5mm between units 

when installed. 

Minimum spacing between cutouts of:

• 16.3mm (0.645”) for 16” 

• 16.5 mm (0.663”) for 22/24”

A jig is recommended for installation to 

ensure uniform spacing where CNC is not 

possible.

All you need to know | Installation
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All you need to know | Device Care

LCD Cleaning instructions:

The display is treated with high-quality anti-reflective and anti-fingerprint coatings. With regular, 

gentle cleaning, you can maintain its clarity and durability.
• Avoid rubbing crystallized salt, sand, or dirt directly, as this can scratch the coatings.

• Use a soft microfiber or cotton cloth to clean the screen.

• Lightly spray with fresh water to dissolve salt residue before wiping dry with a microfiber or soft cotton cloth.

• Gently wipe the screen dry — do not apply pressure.

• To clean the housing, use warm water with a small amount of mild dish soap. Wipe dry with a soft cotton 

cloth.

Note: 
• Do not use abrasive cleaning products or products containing solvents (acetone, mineral turpentine, etc.), 

acid, ammonia, or alcohol as they can damage the display’s optical coating and plastic housing.

• Do not apply grease, wax, or protective chemicals to the unit or connectors. These can degrade the 

materials and compromise performance.

• Do not use a jet or high pressure wash



PART NUMBERS & PRICING 
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Part Number Product

000-16322-001 Zeus SRX – 16” – Worldwide Basemap

000-16321-001 Zeus SRX – 22” – Worldwide Basemap

Part Number Product

000-16517-001 OP-55 Remote Control, Landscape 

000-16516-001 OP-55 Remote Control, Portrait

000-16329-001 USB Waterproof to USBA Female

000-16328-001 USB to Audio Adaptor
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• B&G® Zeus® SRX MFD

• New magnetic sun cover

• Rear Mount Kit and Dash Gasket

•  Power Cable

•  Documentation Pack 

What’s in the 
Box



OP-55 External Controller
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ACCESSORIES

• Available in Portrait or Landscape

• Supports up to 6 displays

• Connected and powered via NMEA2000

• Only works with Zeus® S, Zeus® SR and 

Zeus® SRX Displays

• Same size and shape as ZC-2 Controller 

• Now featuring custom user key for greater 

flexibility*

• Rear mount sold separately

• Visual Differences to ZC-2 include:

• No branding 

• Dial Styling to better suit NEON Displays

*Requires 2.6 or Higher Software



High Res Bathy

Basic Chart

Genesis Bottom 

Composition
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Chart Support – C-MAP

© NAVICO

Genesis Social 

Map 

Genesis  

Vegetation

Shaded Relief

Satellite Overlay

ENC Charts 

S-57 Equivalent



AIS Chart Safety AlertsRadar OverlaySirius Weather

© NAVICO

Bottom CompositionGenesis Social Map Vegetation Heat Trails

Chart Overlays
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Network Sonar Support

© NAVICO

S3100H SonarHub Zeus S

Sonar modules require the latest software update to be 
compatible with Zeus® SRX

Updates can be done direct from Zeus® SRX
via WiFi OTA or SD card

Echo



Onscreen PTZ control for 

Supported Cameras
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Video & Camera Support

© NAVICO

Video Input OMNISENSE FLIR M200 

Series

IP CAM-1 ONVIF IP 

Cameras

FLIR M300

Series

View up to 4 IP Video feeds at 

once from single Display

Video Sharing across ethernet to 

other NSS4 and NSO4 Devices 

(Does not support HDCP Sharing)

Video OUT with USB Touch 

Control

SIONYX

(Analog and 

Digital)
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Video Support | Analog Camera Support
© NAVICO

Convertor

Video In

Analog Camera

3rd Party Supplied

Video Out

Other Monitors
Mirrors MFD 

IP

Video Connected via Video In
• Will be Viewable from the Video Input App
• Convertor must convert to an HDMI Type Connector
• Only shared to Zeus® SR and Zeus® SRX 
• Only 1 HDMI App can be displayed on a display at any 

one time.

Video Connected via IP Convertor
• Will be Viewable from the IP Camera App
• Shared to Zeus® S, Zeus® SR and Zeus® SRX Displays 
• Up to 4 IP Cameras can be displayed on Zeus® SR and 

Zeus® SRX 
• Only 1 IP Camera can be displayed on Zeus® S
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Video Support | Streaming Support
© NAVICO

Vessel WiFi
Most Commonly Starlink

Mobile Casting

Video In

Casting Devices

Video Out

Adaptor Cable

Other Monitors
Mirror MFD 

HDCP Content is protected 

and cannot be shared to 

other displays on network

000-16328-001
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Zeus® SRX 16” to Zeus 3S Glass Helm 16”

CUTOUT COMPARISONS

Zeus SRX 16”

Zeus 3S Glass Helm 16”
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Zeus® SRX 22” to Zeus 3S Glass Helm 19”

CUTOUT COMPARISONS

Zeus SRX 22”

Zeus 3S Glass Helm 19”
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Zeus® SRX 16 to Zeus 3S  16

CUTOUT COMPARISONS

Zeus SRX 16”

Zeus 3S - 16”
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B&G® ZEUS® SRX RECAP 

A sleek, modern profile 
that blends perfectly 
with luxury vessel 
interiors.

Unmatched Simplicity, 

Finally Scaled with 

NEON OS

Your new nerve center 
with Seamless 

Integration

PERFECT FOR 

LARGER VESSELS Public Reveal:

11th Feb 2026

Expected Ship Date: 

April 2026
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